








REGISTER KONTROL SiSTEMI

1- Tiftidruk baski makinelerinde birinci rengi referans alarak (zemin) diger renklerin
birinciyi takip etmesiyle baskiyr kaydirmadan calisir.

2- Birinci renk klisesine islenen baski gizgisi en Smm, boy 10mm boyutunda olacak.
Bu cizgiyi fotosel takip edecek.

3- Bu renk foteseli ilk renk (zemin) harig btin dnitelere konacak.

4- Her kligenin pozisyonunda bir dijital Pals jeneretord (Encoder) tarafindan takip edilir.
9- Renk fotoselinden alinan bilgi kliseye bagh olan Pals jeneratGrden alinan bilgi ile
set edilen noktaya gore karsilastirma yapilir. Buna gore baskinin bir motor vasitasiyla
baski yapilan filmin tansiyonu degistirilerek hep ayni noktada kalmasi saglanir.

6- Makine galisma hizi minimum 50 m/dak. maksimum 300m/dak.

REGISTER CHECKING SYSTEM

1- In the Tiftiruk press machines, the operation goes on without sliding the press
after other colours followed the first one by deeming the first colour as reference.

2- The press line being processed in the cliché of first colour will be in dimension

of 5 mm for width and 10mm for length. The photo cell will follow this line.

3- This photo cell of colour will be put in all unites expect for the first colour (ground).
4- In the position of each cliché, each digital is followed by Pals Generator (Encoder).
5- A comparison is performed according to the point set up through the data received
from Pals Generator linked to the data being received from the colour photo cell.
Accordingly, the press is intended to remain always in the same point by changing
the tension of the film being pressed by means of an engine.

6- The working speed of the machine: minimum 50 m /minute, maximum 300 m/
minute.
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